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Linkers India is a leading drilling tools manufacturer-for
the blast hale, ail & gas, industrial and-explaraticn
drilling industry. With the inception af Linkersn-1880;
which began with rebuilding of the Tricone drill-bits: —
Constant research and development- by ~our

experienced workforce over the years have also-put-us

on the international map.

The manufacturing facility of Linkers-was established in
the year 1995, to manufacture wide range.ofTricone
Bits (Milled tooth and T.C.Insert type), and-maximize
the productivity with quality product.-Keeping--the
consistancy for growth and improvement,Jfitherecent
times we have also introduced - PDG:bits inte/our
production line.

Customer satisfaction in all aspect, continues producs
improvement and commitment to mantainhigh/guality
standards, has been the Quality. Policy of the/Compary;

TRICONE & PDC

Linkers has been certified 150:9001- 2008 0r; design';'
development, manufacture and-sale-af Bock/Drill Bit.__'

CONTACT DETAILS
Lithuria Road, Neamatpur,
P.0. Sitarampur, Asansol,
WB, India - 713359
Phone : + 91 341 2510619

Fax : + 91 341 2510585 Engineers & Manuf:

E mail : info@linkersindia.net AIEHRCES

Website : www.linkersindia.net
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LINKERS DRILL BITS TRICONE BIT FEATURES TRICONE DRILL BITS PRODUCT RANGE
———""Q  DUALGUARD PROTECTION s [Sﬂf.l'ifm e
% ""‘*bx Hardfaced shirt tail rib and strategically placed 22 N-AOD 4TP 12
- TC inserts provides double protection to _
- "'j_ prevent the Isevere wear of shirt tail and loss 21516 18
. " \/ of ball lock even at high speeds. _
e

TCI TRICONE BITS

GAUGE SHIELD

For extremely abrasive applications, a series
of specially designed TC Inserts are placed
on the gauge surface of the cone to prevent
under gauging and unsual cutting of borehole
wall. This elongates the life of the drill bit.

PROTRACTED NOZZLE

Extended nozzle decreases the distance
between the nozzle and bottom hole which
increases the hydraulic pressure. This feature
creates high speed jet and improves cross flow,
increased earth breaking rate and thoroughly
flushing of the bottom hole. It is proved that
the penetration rate and meterage are
enhanced by this.

ANTI FATIGUE

This system is built in blast hole air cooled bits.
Here the filtered air has access through the bit
body to the bearing system. Slots have being
made to insure uniform cooling of the bearing
to prevent early fatigue, causing wear. This
also helps in keeping the rotary system clean
from the cuttings.
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PDC BITS NOZZLE DATA
TOTAL FLOW AREA [TFA) — Square Inches
PDC BITS e Number of Nozzes
() X732 1 2 3 4 8 ] 7 8 9 10
| & | ooss ] o0ss | 0147 | 0198 | 0248 | 0295 |
9 0062 || 0424 || 0186 || 0243 || 0311 | 0373 || 0435 || 04937 | 0559 || 0821
| 10 | 0077 | 0453 | 023 | 0249 | 0362 | o046 ] 0537 | 0614 | 08 | 0767 |
1 | 0093 |/ 0186 | 0278 | 0371 | 0484 | 0557 || 065 | 0742 | 0835 | 0538
T T T s ] ) P T
019 || 0259 | 0389 || 0516 || 0649 | 0778 | 0907 || 1087 | 167 | 12%
| 0201 | 0451 ] 0601 | 0752 | os02 | 1052 | 1200 | 1353 [ 1.502 ]
15 0173 || 0345 || 0518 || 053 || 0863 || 1035 || 1208 || 1381 || 1553 | 172
|16 | 0196 | 0233 | 0589 | o785 | 0082 | 1478 | 174 | 1871 | 1767 [ 1963 |
18 0243 | 0497 || 0746 || 0894 || 12435 | 1491 || 174 || 1988 || 2237 || 2.485
|19 | 0277 | 0554 | oedn | 108 | 13ee | 1661 | 174 | 2215 | 243 | 2768 |
20 0307 | 0614 || 082 || 1227 || 1534 | 184 | 2148 || 2454 || 2761 || 3068

| 22 [ o1 | o742 | 1114 | 1485 | 1856 | 2227 [ 2809 | 297 | 2341 | a7i2
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1.767
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3976
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